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40 CFR Ch. | (7-1-11 Edition)

Foreach. . .

For the following emission limitation . . .

You have demonstrated initial compli-
ance if . . .

2. New or reconstructed large tunnel kiln, | a. HF emissions must not exceed 0.029

including all process streams.

kg/Mg (0.057 Ib/ton) of fired product;
or uncontrolled HF emissions must be
reduced by at least 90 percent; and

b. HCI emissions must not exceed 0.028
kg/Mg (0.056 Ib/ton) of fired product;
or uncontrolled HCI emissions must be
reduced by at least 85 percent; and

c. PM emissions must not exceed 0.060
kg/Mg (0.12 Ib/ton) of fired product.

i. The HF emissions measured using
Method 26A of 40 CFR part 60, ap-
pendix A or Method 320 of 40 CFR
part 63, appendix A over the period of
the initial performance test, according
to the calculations in §63.8445(g)(1),
do not exceed 0.029 kg/Mg (0.057 Ib/
ton); or uncontrolled HF emissions
measured using Method 26A of 40
CFR part 60, appendix A or Method
320 of 40 CFR part 63, appendix A
over the period of the initial perform-
ance test are reduced by at least 90
percent, according to the calculations
in §63.8445(g)(2); and

i. You establish and have a record of the
operating limits listed in Table 2 to this
subpart over the 3-hour performance
test during which HF emissions did not
exceed 0.029 kg/Mg (0.057 Ib/ton) or
uncontrolled HF emissions were re-
duced by at least 90 percent.

. The HCI emissions measured using
Method 26A of 40 CFR part 60, ap-
pendix A or Method 320 of 40 CFR
part 63, appendix A over the period of
the initial performance test, according
to the calculations in §63.8445(g)(1),
do not exceed 0.028 kg/Mg (0.056 Ib/
ton); or uncontrolled HCI emissions
measured using Method 26A of 40
CFR part 60, appendix A or Method
320 of 40 CFR part 63, appendix A
over the period of the initial perform-
ance test are reduced by at least 85
percent, according to the calculations
in § 63.8445(g)(2); and

i. You establish and have a record of the
operating limits listed in Table 2 to this
subpart over the 3-hour performance
test during which HCI emissions did
not exceed 0.028 kg/Mg (0.056 Ib/ton)
or uncontrolled HCI emissions were re-
duced by at least 85 percent.

. The PM emissions measured using
Method 5 of 40 CFR part 60, appendix
A, over the period of the initial per-
formance test, according to the cal-
culations in §63.8445(g)(1), do not ex-
ceed 0.060 kg/Mg (0.12 Ib/ton); and

i. You establish and have a record of the
operating limits listed in Table 2 to this
subpart over the 3-hour performance
test during which PM emissions did
not exceed 0.060 kg/Mg (0.12 Ib/ton).

TABLE 5 TO SUBPART JJJJJ OF PART 63—CONTINUOUS COMPLIANCE WITH EMISSION
LIMITS AND OPERATING LIMITS

As stated in §63.8470, you must demonstrate continuous compliance with each emission
limit and operating limit that applies to you according to the following table:
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Environmental Protection Agency

Pt. 63, Subpt. JJJJJ, Table 5

For the following emission limits and op-

Foreach. . . erating limits . . .

You must demonstrate continuous compliance by . . .

1. Kiln equipped with a Each emission limit in Table 1 to this

DLA. subpart and each operating limit in
ltem 1 of Table 2 to this subpart for
kilns equipped with a DLA.

2. Kiln equipped with a Each emission limit in Table 1 to this
DIFF or DLS/FF. subpart and each operating limit in

ltem 2 of Table 2 to this subpart for

kilns equipped with DIFF or DLS/FF.

3. Kiln equipped with a WS | Each emission limit in Table 1 to this
subpart and each operating limit in
Iltem 3 of Table 2 to this subpart for
kilns equipped with WS.
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i. Collecting the DLA pressure drop data according to
§63.8450(a); reducing the DLA pressure drop data
to 3-hour block averages according to §63.8450(a);
maintaining the average pressure drop across the
DLA for each 3-hour block period at or above the
average pressure drop established during the per-
formance test; and

ii. Verifying that the limestone hopper and storage bin
(located at the top of the DLA) contain adequate
limestone by performing a daily visual check; and

ii. Recording the limestone feeder setting daily to
verify that the feeder setting is being maintained at
or above the level established during the perform-
ance test; and

iv. Using the same grade of limestone from the same
source as was used during the performance test;
maintaining records of the source and type of lime-
stone; and

. Performing VE observations of the DLA stack at the

frequency specified in §63.8470(g) using Method 22
of 40 CFR part 60, appendix A; maintaining no VE
from the DLA stack.
If you use a bag leak detection system, initiating cor-
rective action within 1 hour of a bag leak detection
system alarm and completing corrective actions in
accordance with your OM&M plan; operating and
maintaining the fabric filter such that the alarm is not
engaged for more than 5 percent of the total oper-
ating time in a 6-month block reporting period; in
calculating this operating time fraction, if inspection
of the fabric filter demonstrates that no corrective
action is required, no alarm time is counted; if cor-
rective action is required, each alarm is counted as
a minimum of 1 hour; if you take longer than 1 hour
to initiate corrective action, the alarm time is counted
as the actual amount of time taken by you to initiate
corrective action; or performing VE observations of
the DIFF or DLS/FF stack at the frequency specified
in §63.8470(g) using Method 22 of 40 CFR part 60,
appendix A; maintaining no VE from the DIFF or
DLS/FF stack; and

. Verifying that lime is free-flowing via a load cell, car-
rier gas/lime flow indicator, carrier gas pressure drop
measurement system, or other system; recording all
monitor or sensor output, and if lime is found not to
be free flowing, promptly initiating and completing
corrective actions in accordance with your OM&M
plan; recording the feeder setting once during each
shift of operation to verify that the feeder setting is
being maintained at or above the level established
during the performance test.

Collecting the scrubber pressure drop data according
to §63.8450(a); reducing the scrubber pressure drop
data to 3-hour block averages according to
§63.8450(a); maintaining the average scrubber
pressure drop for each 3-hour block period at or
above the average pressure drop established during
the performance test; and

. Collecting the scrubber liquid pH data according to
§63.8450(a); reducing the scrubber liquid pH data to
3-hour block averages according to §63.8450(a);
maintaining the average scrubber liquid pH for each
3-hour block period at or above the average scrub-
ber liquid pH established during the performance
test; and

i. Collecting the scrubber liquid flow rate data accord-
ing to §63.8450(a); reducing the scrubber liquid flow
rate data to 3-hour block averages according to
§63.8450(a); maintaining the average scrubber lig-
uid flow rate for each 3-hour block period at or
above the average scrubber liquid flow rate estab-
lished during the performance test; and
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Pt. 63, Subpt. JJJJJ, Table 6

40 CFR Ch. | (7-1-11 Edition)

Foreach. . . erating limits . . .

For the following emission limits and op-

You must demonstrate continuous compliance by . . .

iv. If chemicals are added to the scrubber water, col-
lecting the scrubber chemical feed rate data accord-
ing to §63.8450(a); reducing the scrubber chemical
feed rate data to 3-hour block averages according to
§63.8450(a); maintaining the average scrubber
chemical feed rate for each 3-hour block period at or
above the average scrubber chemical feed rate es-

tablished during the performance test.

TABLE 6 TO SUBPART JJJJJ OF PART 63—REQUIREMENTS FOR REPORTS

As stated in §63.8485, you must submit each report that applies to you according to the fol-

lowing table:

You must submit . . .

The report must contain . . .

You must submit the report

1. A compliance report

2. An immediate startup, shut-
down, and malfunction report
if you took actions during a
startup, shutdown, or mal-
function during the reporting
period that are not consistent
with your SSMP.

a. If there are no deviations from any emission limitations
(emission limits, operating limits) that apply to you, a state-
ment that there were no deviations from the emission limi-
tations during the reporting period. If there were no periods
during which the CMS was out-of-control as specified in
your OM&M plan, a statement that there were no periods
during which the CMS was out- of-control during the re-
porting period.

b. If you have a deviation from any emission limitation (emis-

sion limit, operating limit) during the reporting period, the

report must contain the information in §63.8485(d) or (e).

If there were periods during which the CMS was out-of-

control, as specified in your OM&M plan, the report must

contain the information in § 63.8485(¢).

If you had a startup, shutdown or malfunction during the

reporting period and you took actions consistent with your

SSMP, the compliance report must include the information

in §63.10(d)(5)(i).

. Actions taken for the event according to the requirements

in §63.10(d)(5)(ii).
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b. The information in § 63.10(d)(5)(ii)

Semiannually according to the
requirements in
§63.8485(b).

Semiannually according to the
requirements in
§63.8485(b).

Semiannually according to the
requirements in
§63.8485(b).

By fax or telephone within 2
working days after starting
actions inconsistent with the
plan.

By letter within 7 working days
after the end of the event
unless you have made alter-
native arrangements with
the permitting authority.

TABLE 7 TO SUBPART JJJJJ OF PART 63—APPLICABILITY OF GENERAL PROVISIONS TO

SUBPART JJJJJ

As stated in §63.8505, you must comply with the General Provisions in §§63.1 through 63.15
that apply to you according to the following table:

Citation Subject Brief description Appllei th)Jjpran

§63.1 i Applicability ......ccccceoiiiniienn. Initial applicability determination; applicability | Yes.
after standard established; permit require-
ments; extensions, notifications.

§63.2 .. Definitions Definitions for part 63 standards ...........c.ccccoeeeeuen Yes.

§63.3 .. Units and Abbreviations . Units and abbreviations for part 63 standards ..... Yes.

§63.4 .. Prohibited Activities .................. Compliance date; circumvention; severability Yes.

§63.5 .. Construction/Reconstruction . Applicability; applications; approvals X

§63.6(a) . Applicability .........cccceviriiinins General Provisions (GP) apply unless compli- | Yes.
ance extension; GP apply to area sources that
become major.

§63.6(b)(1)—(4) ........ Compliance Dates for New and | Standards apply at effective date; 3 years after | Yes.

Reconstructed sources.

section 112(f).
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effective date; upon startup; 10 years after
construction or reconstruction commences for
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